ABSTRACT
of simulation runs as follows-on the second run of each such pair, we iise random number streams that are antithetic (complementary) to the streams used on the first run of t8he pair to drive the non-controlvariate components of the simulation model; and we use independent random number streams to drive the control-variate components of the simulation model. In Combined Method 11, we also perform h independent pairs of runs; hut on each pair of runs we use independent random number streams to drive the noncontrol-variate model components, and we use antithetic random number streams t o drive the controlvariate components. In Combined Method 111, all of the random number streams driving the second run of each pair of runs are antithetic to the streams driving the first run of the pair. For each of these three methods we derive the variance of the resulting estimator of the mean response to make a theoretical comparison of the efficiency of each method. We implemented these three methods, along with the classical method of control variates, in a simulation model of a resource-constrained activity network to show how each combined me1,hod is implemented in practice and to evaluate the performance of each combined method experimentitlly. The results indicate that: (a) Combined Method I11 outperformed all other methods, and (b) the effectiveness of Combined Method 111 as well as the choice of whether to use Combined Method I or Combined Method I1 depends on the degree of correlation between the control variates and the response.
In this paper we propose three ways of combining the two standard variance reduction techniques of antithetic variates and control variates to yield more precise estimators of the mean response.
For a single-model simulation experiment (i.e., one system configuration or design point), the methods of antithetic variates and control variates are probably among the most commonly applied variance reduction techniques (Law and Kelton 1991, Chapter 11) .
The method of antithetic variates assigns complementary streams of random numbers to pairs of simulation runs taken a t a single design point to induce a negative correlation between the corresponding responses. Let y1 and y2 denote two responses obtained by antithetic replicates of a single design point. Suppose that we estimate p y = E(y,) ( i = 1,2) by the sample mean response +(yl + y2). Then we observe that in general, In this equation, if the covariance between y1 and y2 obtained by antithetic replicates is negative, then the variance of the sample mean is less than that obtained by two independent replicates (for a more detailed discussion of antithetic variates see Section 111.6 of Kleijnen 1974 , Section 2.2 of Bratley, Fox, and Schrage 1987, and Section 11.3 of Law and Kelton 1991) .
In contrast to the approach of antithetic variates, the method of control variates attempts to exploit intrinsic correlations between the target response and selected auxiliary outputs (control variates) when all of these quantities are generated within a single run. Let yi and c; respectively denote the response of interest and the s x 1 vector of control variates obtained from the ith simulation run. We assume that (i = 1 , 2 , . . . , 2h):
where U; is the unconditional variance of y;, uyc is the s x 1 covariance vector between yi and ci, and Cc is the s x s covariance matrix of c ; . Also, without loss of generality, we assume E(c;) = O ( s x l ) . In the context of performing 2h independent replications of the simulation, joint normality of the response and the controls ensures that the response can be represented by the following linear model:
where y = (y1, y2,. . . , Y2h)' is the vector of replicated responses, py is the mean response, 1 ( 2 h x l ) is a 2h x 1 vector of ones, C is a 211 x s control variate matrix whose ith row consists of c;', a = CC1uyc is the s x 1 vector of control coefficients, and E is the 2h x 1 vector of error terms (see Lavenberg, Moeller, and Welch 1982) . T h e least squares estimators of a and (see 1971, p. 341) . Under the normality assumption in ( l ) , the components of the error vector E are independent identically distributed (IID) variates with distribution N ( 0 , U,",,) where (see Theorem 2.5.1 of Anderson 1984); and the least squares estimator by is an unbiased estimator for py. Lavenberg, Moeller, and Welch (1982) showed that the unconditional variance of by is given by where RiC = a;2a',cE,'uyc is the square of the multiple correlation coefficient between y; and c ; . Lavenberg, Moeller, and Welch also defined the quantity -as the loss factor due to the estimation of the unknown control coefficient vector a in (2); and they identified (1 -R;,) as the minimum variance ratio which represents the potential for reducing the variance of the estimator of py by the control variates.
Thus, the efficiency of control variates is measured by the product of the loss factor and the minimum variance ratio.
There are three obvious ways to use control variates in conjunction with antithetic variates: (a) apply the antithetic-variates method to the response but not the control variates; (b) apply the antithetic-variates method to the control variates but not the response; and (c) apply the antithetic-variates method to both the response and the control variates. These constitute the three combined methods discussed in Section
.
This paper is organized as follows. Section 2 develops the three combined methods for jointly applying control variates and antithetic variates. Section 3 describes the simulation model that was used in an experimental comparison of the three combined methods as well as the classical methods of control variates and direct simulation (i.e., no variance reduction technique used). Section 4 presents a summary of the experimental performance evaluation of these five techniques. Section 5 presents the conclusions of this research and gives recommendations for future work.
S I M U L A T I O N E F F I C I E N C Y O F C O M -B I N E D M E T H O D S
In computer simulation, random number streams that drive a simulation model are under the control of the experimenter and complelely determine the simulation output. Let the random number stream rij = (rijl, rij2,. . .)' denote the potentially infinite sequence of random numbers used to drive the j t h random component in the simulation model at the ith replicate, where { r , ? k : k = 1 , 2 , . . .} are IID U ( 0 , l )
variates. The random components in a queueing simulation model may include, among other things, the sequence of service times sampled at a particular service center, the sequence of interarrival times sampled from a given arrival process at a service center, etc.
Here, we are saying that, to each random component in the simulation model, we assign a separate random number stream to generate realizations of the corresponding stochastic simulation input process. We assume that g random number streams are required to drive the entire simulation model, and we let R; denote the complete set of streams used for the ith replication of the model (for i = 1 , 2 , . . . ,2h):
rig).
We now consider the random number assignment strategy of jointly utilizing antithetic variates and control variates to estimate the mean response py . To this end, we separate Ri into two mutually exclusive and exhaustive subsets of random number streams, such that (for i = 1 , 2 , . . . , 2 h ) Ri G (Ri1,Riz).
The first subset, Ril , consisting of (g -s*) random number streams, is used to drive the non-controlvariate random components in the model so that ci is independent of Ril. The second subset, Ri2, consisting of s* random number streams, is used to drive the control-variate random components in the model so that ci is a function of R2. These properties are summarized as follows (for i = 1 , 2 , . . . ,2h): c;,R;l are independent and c; = c;(R2).
Applying the method of antithetic variates to the appropriate random components in the simulation model may induce correlations between: (a) responses, (b) control variates, and (c) responses a n d control variates, acrclss replicates.
Specifically, we consider the following methods: (a) use antithetic variates for all random components except the control variates, (b) use antithetic variates on only the control variates, and (c) use antithetic variates for all random components. Through statistical analysis and simulation experimentation, we will explore how these methods may improve the simulation efficiency in reducing the variance of the estimator, and what conditions are necessary for each method to ensure an improvement in variance reduction.
Combined Method I
In this subsection, we present a method for combining antithetic variates and control variates based on correlated replicates in which only the non-controlvariate random components in the model are used for correlation induction. Recall from the discussion given in the Introduction, the basic idea of this method (as well as the methods presented in the next two subsections) is to group the replicates into h antithetic pairs. Within the j t h pair of replicates, Combined Method I uses (R2]-1,1, R2j-1,2) as the input to run 2 j -1 and (Rzj-l,1,R2],2) as the input to run 2 j , where R2j-J , Rzj-1,2, and R2j,2 are mutually independent sets of random number streams; and R2j-1,l is the set of random number streams that are antithetic (complimentary) to those comprising 
RZJ--I,I E (f23-1,k),
where (k = 1 , 2 , . . . , g -s* for j = 1,. . . , h ) and f2j-1,k denotes the random number stream comphmentary to r2j-1,k so that (for k = 1 , 2 , . . . , g -s*).
Across pairs of replicates, this method uses independent random number streams. Thus, the j t h pair of responses, y2j-1 and y2j ( j = 1,2,. . . , h), are negatively correlated by the use of antithetic streams on the non-control-variate random components. However, across all 2h replicates, the control variates ci (i = 1 , 2 , . . . , 2 h ) are independently generated by the assignment of randomly selected random number streams, {Ri,2 : i = 1, .. . , 2 h } , used to drive the control-variate random components for each replicate. Because we randomly select the random number streams to drive the control variates, the response y; 
We make the following assumption about Combined Method I:
In view of (7), Assumption 1-1 postulates a negative induced correlation, -P I , between the responses of antithetic pairs of runs. Techniques for structuring the simulation experiment to ensure the validity of Assumption 1-1 are described in Subsection 2.4 and Section 3. Under the four properties listed above, the variance of the mean response, y j = $(y2j-1 + yzj), and mean control variate vector, c j = i ( c 2 j -1 + c p j ) , within the j t h replicate pair ( j = 1,2, . . . , h) are respectively given by: 1
and 1 2
Also, the covariance matrix between yj and C j is given by :
The joint normality assumption of the response and control variates gives the joint distribution of jjj and C j ( j = 1 , 2 , . . . , h) as the following multivariate nor-
Consequently given C j , the conditional distribution of yj, is normal with expectation E(jjjlCj) = py + Cia and variance where (see Theorem 2.5.1 of Anderson 1984) . As with the case of the linear relationship in (a), the h x 1 vector of mean paired responses, y , can be represented as:
where C is a h x s matrix of control variates whose j t h row is E;. Regression analysis on this linear model yields the following controlled estimator of the mean response:
where 
where RZ" is the multiple correlation coefficient between ye ' and ci (i = 1 , 2 , . .. ,2h 
Combined Method I1
In this subsection, we consider the second method for combining control variates and antithetic variates based on correlated replications in which only the control-variates components of the simulation model are used for correlation induction. Contrary to the random number assignment in the previous section, this method uses antithetic random number streams for the control-variate random components and independent random number streams for all other random components in the model. With this replication strategy, we induce negative correlations between the responses, between the control variates, and between the response and the control variates within h pairs of the responses and the control variates, respectively, obtained from ( R z j -l ,~, Rzj-1,~) and ( R z j ,~, R z j -1 ,~) ( j := 1 , 2 , . . . , h). However, across pairs of replications, we get independent outputs. Based on the above discussion and the development given for Combined Method I, we note the following properties for Combmed Method 11: other wise
We make the following assumption about Combined
Method 11:
Assumption 11-1: 0 < p2 < 1.
In view of (19), Assumption 11-1 postulates a negative induced correlation, -p~, between the responses of antithetic pairs of runs. Techniques for structuring the simulation experiment to ensure the validity of Assumption 11-1 are described in Subsection 2.4 and Section 3. Under the four properties given above, the variance of yj , the covariance of c j , and the covariances between yj and C j are, respectively ( j = 1 , 2 , . . . , h ) :
Based on the joint normality assumption of the response and control variates and the properties given in (18), (19), (20) and ( 2 l ) , we have thejoint distribution of yj and C j ( j = 1, . . . , h ) is a s+ l-dimensional multivariate normal distribution with mean and variance
Since C j (j = 1 , 2 , . . . , h) are independent, following the development of (17) we get by an analogous approach: 
Combined Method I11
In this subsection we present Combined Method 111, which jointly implements control variates and antithetic variates based on correlated replicates induced by utilizing all random components in the simulation model for correlation induction. Unlike the random number assignment strategies discussed in the previous two sections, we apply antithetic variates to all random components in the model. This assignment strategy induces correlations across h pairs of both the response and the control variates. T h a t is, negative correlations are induced between the responses, between the control variates, and between the response and the control variates within h pairs of replicates. However, the induced correlation between the response and the control variates is different from that of Combined Methods I and 11. Across the h pairs of replicates, the mean response and the mean of the control variates (within a pair of replicates) are independently observed by the assignment of different sets of randomly chosen random number streams. As before, we identify a set of properties for this strategy with regard to the covariance structure of the responses and control variates in the experiment. Based on the above discussion and the developments for the other two combined methods, we have the following properties for Combined Method 
We make the following assumption about Combined Method 111:
Assumption 111-1: 0 < p3 < 1.
In view of (30), Assumption 111-1 postulates a negative induced correlaltion, -p3, between the responses of antithetic pairs of runs. Techniques for structuring the simulation experiment to ensure the validity of Assumption 111-1 are described in Subsection 2.4
and Section 3.
Under the four properties given above we obtain analogous results to those given in Section 2.2 ( j = 1 , 2 , . . . , h): 
Comparison of the Combined Methods and Control Variates Method
In this subsection we give a brief and formal comparison of the three combined methods presented in the three previous subsections and the method of control variates. This comparison assumes the validity of the assumptions given for each of these four methods and is done with respect to the unconditional variances of the estimators for the mean response given in equations (5), (17), (27), and (39), respectively.
We can say something in general about the assumptions. If the simulation response y and the simulation model are structured so that y is monotonic in each random-number input (either nonincreasing or nondecreasing), then it is guaranteed that p1, p2, and p3 are all nonnegative (see Bratley, Fox, and Schrage 1987) . First, we consider the three combined methods presented earlier. Comparing Combined Methods I and I1 via equations (17) and (27) yields that Combined Method I is preferred to Combined Method I1 if
)2). (42)
Similarly, working with (17) and (39) yields that Combined Method 111 is better than Combined Method I, provided that
Also, working with (27) and ( 
< (l--Pz)(l--(R$)'). (44)
As we discussed earlier, the loss factors for the three combined methods are the same; hence, they cancel when constructing the comparisons. Thus, the preference of the three methods is determined according to their minimum variance ratios given in (17), (27), and (39), respectively. Of course, other ordering schemes for the terms in equations (17) (5) and (17) yields that Combined Method I is better than the control variates method if
(1 -P1 -(@Y) (-) < (1 -q c ) (-) .
(45)
Also, comparing equations (5), (27) , and (39) shows that Combined Method I1 is better than the method of control variates if
(46) and Combined Method I11 yields a better result than the method of control variates, provided (-) . (47) Note that the loss factor of each combined method is greater than that of the method of control variates. Hence, for preference of each combined method to the method of control variates, the associated minimum variance ratio of the combined method should, at least, compensate for the increase in the associated loss factor. The effects of antithetic variates and control variates on the minimum variance ratio for Combined Method I are represented by an additive form in reducing the variance of the estimator of the mean response. Next, we present our computational results based on the application of these three combined methods t o a classic simulation model.
EXAMPLE
We conducted a set of simulation experiments on a resource-constrained stochastic activity network in order to evaluate the performance of the variance reduction methodologies presented in Section 2. This section contains a brief description of this system. Section 4 contains a summary of the numerical results obtained from these simulation experiments.
A Resource-Constrained Stochastic Activity Network
We consider the resource-constrained stochastic activity network depicted in Figure 1 of Kwon and Tew 1993) which is similar to that described in Chapter 5 of Pritsker (1974) . (Our network differs from Pritsker's in that we have substituted exponential distributions for triangular distributions in the activity durations.) This network is a model of a repair and retrofit project, and it consists of 11 nodes and 16 activities. Two types of resources are used in this networkmechanics and technicians. There are 5 mechanics and 3 technicians. As depicted in Table I , each activity is assigned a 2-tuple indicating the required number of mechanics and the required number of technicians. In addition, each activity is assigned an activity duration distribution corresponding to a specific exponential distribution (with the exception of activity 9, which has duration 0). This latter assignment scheme is given in Table 11 . An activity cannot start until all of its predecessors have been completed and the required units of each resource can be assigned to that activity. Among the activities whose predecessors have all been completed and which are waiting for the allocation of a required resource, mechanics are assigned to activities in the following order: 4, 8, 10, 13, 15, 3, 5, 11, 14, 1, 16, 6 , and 12. Technicians are dispatched to waiting activities in the following order: 15, 13, 14, 6, 7, and 2. Thus available resources are assigned to waiting activities according to the shortest expected processing time (SPT) of the waiting activities. The response of interest y is the observed network completion time. We also consider two control variates which are used individually in performing both the control variate and combined procedures. In particular, control variate c1 is the sum of observed activity durations for the path consisting of activities 2, 7, and 14; and control variate c2 is the sum of observed activity durations for the path consisting of activities 1, 6, 12, and 13. These control variates were selected through a series of preliminary simulation runs conducted by Tew and Wilson (1993) ; c1 was found to be highly correlated with y and cg was found to not be so highly correlated with y. Thus, we selected one highly effective control variate ( c 1 ) and one less effective control variate (CZ) to consider in our example. This was done in order to illustrate the possible pitfalls that can be encountered when using antithetic variates in conjunctiion with control variates. Note that both c1 and c2 include only the corresponding sampled activity durations; they do not include the time spent waiting for the allocation of resources to these activities.
We used the SLAM I1 simulation language (Pritsker 1986 ) to implement a model of the stochastic activity network described above. (The SLAM I1 code used by the authors as well as tables of the random number seeds used and the observed responses are available from the second author upon request.)
For each variance reduction method, an experiment consisted of 20 (= 211) replicates and 50 independent macroreplicates (see :Section 4). That is, for each variance reduction method, 1000 overall replications were made. The macroreplacates were included in order to ensure unbiased estimates of all variances concerned.
In modeling this system, we used two separate random number streams to drive the random components of the model ((the non-control-variate random components (rl) and the control-variate random components (r2)). That is, for the case of using control variate c1, r1 was used t o drive activities 1, 3, 4, 5, 6, 8, 10, 11, 12, and 13 and r2 was used to drive activities 2, 7, and 14 (an analogous arrangement was used for the situation when we used control variate c 2 ) . Thus, in the notation of Section 2, R;1 = {ril} and Ri2 = (ri2). For each of the two control variates, the estimation of py under each of the following methodologies was considered: (a) direct simulation, (b) control variates, (c) Combined Method I, (d) Combined Method 11, and (e) Combined Method 111. In each case, 50 independent estimates of py were obtained (one from each macroreplicate). These independent estimates of py were used to estimate var (jly) and represented what we thought to be a sufficiently large sample size for meaningful comparisons of the five methodologies.
NUMERICAL RESULTS
This section provides a summary of the simulation results obtained from the example discussed in Section 3. For each of the two control variates considered, c1 and cg, these results are organized into two parts: (a) we present performance statistics (Table 111) on the observed variance reduction for the response variable considered, where the results under control variates, Combined Method I, Combined Method 11, and Combined Method 111, are compared to those of direct simulation; and (b) we present sample estimates (Table IV) Table IV Correlation Estimates to maintain consistency in the presentation of the results. We hope that this will help avoid any confusion on the part of the reader in the interpretation of our results.) For the resource-constrained stochastic activity network described in Section 3.1 we considered the response of observed network completion time (y). The first row of Table I11 contains the observed variance reductions, relative to direct simulation, for each of the other four methodologies under consideration when the control variate c1 was used. The second row of Table I11 contains the analogous observations when control variate c2 was used.
In order to better understand these results, we computed maximum-likelihood estimates (MLEs) of the squared-multiple correlation coefficient and the induced negative correlation (where applicable) for each of the four methodologies (see Section 3.6 of Morrison 1978) . These estimates are given in Table IV . Again, the first row contains the results obtained when c1 was used and the second row contains the results obtained when c2 was used.
The results presented in Table 111 clearly indicate that the combined methods can result in significant improvements over the method of control variates. Specifically, we see that, for q , all three Combined Methods each resulted in a larger variance reduction than control variates. Also, for c2 we see that again all three Combined Methods each resulted in a larger variance reduction than control variates. Clearly, in both cases, Combined Method I11 outperformed all of the other methodologies considered and the degree to which it improved upon the method of control variates seems to depend on the degree of correlation between the control variate and the response. That is, when a good control variate ( c l ) was used, Combined Method I11 resulted in a modest improvement (9.68%) over the method of control variates. However, when a poor control variate (c2) was used, Combined Method I11 resulted in a much more substantial improvement (185.82%) over the method of control variates. It should be noted that Cheng (1982) suggests ways for increasing the magnitude of the induced correlation between two random variables and that through their application the performances of all three of the combined methods presented in this paper may be significantly improved. A comparison of the results for c1 and c2 further suggests that when the control variate under consideration is strongly correlated with the response variable, Combined Method I1 may preferable to Combined Method I and the reverse may be recommended when the control variate is not strongly correlated with the response variable.
In our example clearly the response is linearly dependent on those input variables that are to be treated antithetically or as control variates. A good control (c1) will pick up a lot of this dependence; antithetic variates, whether applied t o controls or noncontrols, will therefore only give marginal improvement. This we see in the c1 row of Table 111 . If however, the control variates are not well chosen (ca), but the response does depend linearly on input variables, then this will be picked up by applying antithetics to the non-control inputs. This we see in the cg row of Table 111 .
Inspection of the correlation estimates when control variate c2 is used and given in the second row of Table IV indicates that the ranking schemes given in equations (40) through (42) and equations (43) through (45) are consistent with the observed variance reductions. However, the ranking schemes are not consistent with the observed variance reductions when c1 is used. We observe that for our data the expressions in (40), (41), and (42) are probably not significantly different; and precise conclusions are difficult to make. These results point out the importance of the development of an accurate testing procedure for selecting the best methodology in a given situation.
SUMMARY A N D CONCLUSIONS
In the past, both control variates and antithetic variates have been shown to often be effective variance reduction techniques for estimating the mean of a response of interest for simulation experiments. In this paper we have presented three methods that can eas-ily be implemented in a simulation experiment without significant additional programming effort; each combines both con1;rol variates and antithetic variates. Under general assumptions, these combined methods are shown. to yield superior performance, based on estimator variance, compared t o control variates alone. These claims are supported by computational results. These results also show that, for the combined methods, if the requisite assumptions for that method are violated then an improvement upon the control variates method may not be achieved.
We hope that this work will stimulate greater application of these combined correlation methods in simulation experiments and further investigative research.
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